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m FEATURES

- Can control up to 63 compatible devices with Neviweb

- Saves programmings locally for optimal stability and proper
operation at all times, even without an Internet connection*

- Dynamic auto-healing meshed architecture allowing the
creation of a vast and stable network of smart devices

+ Uses a highly secure encrypted protocol

- Low-energy consumption

- Simple installation without configuration required

*A wired Internet connection is required to communicate with the
devices through Neviweb.

m COMMUNICATION

Protocol: Zigbee 3.0
Frequency: 2.4 GHz
Transmission power: +20 dBm
Receiver sensitivity: -108 dBm
Encryption key: AES-128

m ACCESSORIES

Wall Mount
ACI125-01

Optimize your space by
attaching the gateway to
the wall with the AC125-01
wall mount.
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- Works with Neviweb, the app that harnesses the full potential of

smart devices

- Works with Amazon Alexa and Google Assistant

m SPECIFICATIONS

This gateway is required to communicate with
Sinopé Technologies' Zigbee devices.

3-year warranty

Included in the box:

- Desk support
- Adapter (120 V)
- Ethernet cable
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Slnope TF: 1.855.741.7701 Saint-Jean-sur-Richelieu, Qc, Canada

Neviweb is a trademark of Sinopé Technologies Inc., registered in Canada and the U.S.
Amazon, Alexa and all related logos are trademarks of Amazon.com, Inc. or its affiliates.

Google is a trademark of Google LLC
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